
DIGITAL ON-AIR CONSOLE





Everything you ever wanted ...

Channel ON/OFF

BUS Routing
Individual BUS assignment to 3 main busses 
PGM, REC and UTL

CUE Button
For pre fade listening

Fader

Professional 104 mm fader
Assignable with all kind of signals through 
a GUI confi gurable input router

• 4 MIC/Line inputs (pre-amplifi ered)

• 11 stereo inputs 
 (22 monoequivalent)

• 2 mono (Tel1+2) input

• Optional 4 channel digital input module   
 (AES/EBU and SPDIF-Toslink)

SELect & A/B
SELect

• For channel related parameter settings through  
 central CONTROL knob

• For channel related level measurement through  
 central level meter

A/B

• Alternate source selection



... nothing you don't need

LED stereo level meter
High resolution 40-LED stereo level 
meter 

• Switchable PPM or VU characteristics

• Auto follow function for CUE purposes

• Allocation to PGM, REC or follow Monitor

Quickly accessible channel confi gura-
tion by central multi-purpose CONTROL 
encoder and LED bargraph indication

REPORTER Input
Socket for quick connection of 
portabable audio devices

Control Room Monitoring
Features full monitoring of all busses 
and additional external monitoring 
sources

• Independent volume control for 
 headphones and monitor loudspeakers

• Advanced monitor functions like 
 Auto CUE and CUE split

• Individual source selection

• Volume control for optional 
 CUE loudspeaker

• Confi gurable MUTE logic

Talkback Buttons
• TB  to TEL 1 + TEL 2 returns

• TB to an external output
 (e.g. Intercom, ext. speaker)

Headphone Sockets
Sockets with integrated ampli-
fi er are designed to power even 
low impedance headphones

Studio Monitoring
Features full monitoring of all main 
busses and additional external 
monitoring sources

• Volume control for headphones and  
 monitor loudspeakers

• Individual source selection

• Dedicated studio talback button

• Confi gurable MUTE logic 

Presets 

7 free accessible SFX DSP 
presets

• With EQ and Dynamics

• Assignable to MIC and Tel inputs

Snapshots
2 console snapshots including 
BUS and monitoring functions

Functions 
4 free macro-programmable 
function buttons 

• With access to any console  
 button and GPI/O

...for making life easier!



  - Enjoy Radio Broadcasting

Rear view

Split arrangement



Technical Specifications
Mic Inputs Input sensitivity

 
Phantom power
Frequency response
High-pass filter
Input impedance
A/D converter
Dynamic range
THD-N

-55 to -35 dBu @sensitivity range A (no pad )
-35 to -15 dBu @sensitivity range B (pad)
48V, switchable
± 0.5 dB
100 Hz, 12 dB/octave, switchable
2 kΩ
24 bit
> 96 dB, sensitivity = -20 dBu, A-weighted
< 0.006 %, sensitivity = -20 dBu, @ -21 dBu

Line Level Inputs Input sensitivity
Frequency response
Input impedance
A/D converter
Dynamic range
THD-N

24 dBu, 
± 0.1 dB
24 kΩ
24 bit
> 97 dB, A-weighted
< 0.005 %, @ -1 dBFS input

Digital Inputs Inputs
SFC resolution
Input sampling rate
Input Impedance
Dynamic range
THD+N

AES/SPDIF, optical receiver (Toslink)*, switchable
24 bit
32 kHz … 96 kHz
110 Ω (AES3), 75 Ω (S/PDIF), selectable with connector pinning
128 dB
< 0.0002 %

Analog Outputs Output level
Frequency response
Output impedance
D/A converter
Dynamic range
THD+N

max. 24 dBu
± 0.2 dB
50 Ω
24 bit
> 97 dB, A-weighted
< 0.01 %, @ -1 dBFS

Digital Outputs Output

Output impedance
Dynamic range

AES3/electrical SPDIF, optical SPDIF (Toslink), 
selectable with connector and connector-pinning
110 Ω (AES3), 75 Ω (electrical SPDIF)
144 dB

SFX Processor
for Microphone and Telephone 
inputs

EQ
Dynamics

Parametric 3-band Eqaulizer
Limiter/Compressor/Expander
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Sizes 6 fader [Xenon 6] or 12 fader [Xenon 12]

Analog inputs 4 MIC/LINE  inputs (any MIC can also be defined as talkback source)

7 stereo high-level inputs (14 monoequivalent)

2 mono high-level inputs (TEL1, TEL2)

Digital inputs 4 stereo AES-EBU/SPDIF digital inputs

Output busses 4 stereo busses: PGM, REC, UTL, CUE

2 mono clean-feeds: TEL1, TEL2

Monitor channels Studio Monitor
with 1 headphone, 1 speaker and signalization

CR Monitor
with 3 headphones, 1 CR speaker and 1 CUE speaker

GPI Free assignable General Purpose Interface 16/16 I/O

Power supply External power supply , redundant PSUs optional

Optional modules
Digital inputs 4 channel AES-EBU/SPDIF-Toslink digital input module

OCTO-BUS 8 channel OCTO-BUS input module (4 stereo), available Q4/2006
with optional 4 channel analog input box

Dimensions
Fader module W 285 mm | D 418 mm | H 145 mm

Monitor module W 245 mm | D 418 mm | H 145 mm

 * optical receiver (Toslink) for the optional digital input module only

Specifi cations are subject to change without notice! Specifi cation contains typical values if not stated otherwise.

  - Technical Data


